
Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Check ceiling to install electrical.

Building Number: 332

Inspection Date: 9/20/2011

Nellis Work Order: 18180

Macrotec Job Number: 11853

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

9724 Mild Weather Ct., Las Vegas, NV 89148 Phone: (702) 338-8213 Fax: (702) 629-5677



Macrotec
Consulting, LLC.

Appendix A - Asbestos Assessment
Macrotec Job #11853 - WO #18180 - Bldg. 332

The following table lists each of the materials suspected to contain asbestos at the subjb ect site. For each
material the sample number, location and laboratory result are listed. If the material was found to contain
asbestos, the friablity and NESHAP classification is identified.

1 Concrete Ceiling No Asbestos Detected

AB1 2nd Floor - Cubical Area - Center None Detected

2 Spray Texture on Concrete Ceiling No Asbestos Detected

AB2 2nd Floor - Cubical Area - Center None Detected
AB3 2nd Floor - Cubical Area - W End None Detected
AB4 2nd Floor - Cubical Area - E End None Detected

Asbestos Survey
Bldg. 332

Macrotec Job #11853
Page 1



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #11853 - WO #18180 - Bldg. 332

The following table lists each of the painted surfr aces suspected to contain lead at the subjb ect site. For
each painted surfr ace, the sample number, location and laboratory result are listed.

Sample
#

Painted Surfr ace
Description

Sample Location
Description

Lab Result
(Partr s per Million)

L1 2nd Floor - Cubical Area - W End Below Reportable LimitLt. Blue Concrete Ceiling

Lead Paint Survey
Bldg. 332

Macrotec Job #11853
Page 1



Asbestos & Lead Based Paint Survey
Nellis AFB, Bldg. 332

Macrotec Project # 11853
Appendix C
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Drawn To Scale

Sample Location Diagram

AB1
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Nellis Air Force Base
Asbestos Hazard Inspection Report

Building Number: 332

The information contained in this report pertains only to the specific rooms identified.
Macrotec made an effort to identify and inspect each of the building's mechanical rooms,
however there may be instances where they may have not been identified or been in high
security rooms, etc. Building diagrams were not always provided and when they were,
were sometimes out of date. Macrotec also noted if there are suspicions of, or visual
evidence of suspect TSI or Surfacing Materials in areas other than the mechanical room,
however, Macrotec cannot warrant that there are not additional suspect materials outside
of the mechanical rooms identified. Only proper personnel should interpret this report to
determine whether the information herein can be utilized.

On 9/22/2015, Jason R McAllister, a certified asbestos inspector for Macrotec Consulting,
LLC., performed an inspection to identify the presence or absence of asbestos hazards in
the mechanical room(s) of the building. Specifically, Macrotec inspected for the presence
of asbestos containing Thermal System Insulation (TSI) and Surfacing Material and made
a determination of the condition of these materials, if present. Note that this inspection is
not a NESHAP inspection that would identify asbestos containing building materials for the
purpose of renovating the rooms or components in the rooms.

No asbetos containing TSI or Surfacing Material were found in the mechanical room(s) of
building 332. Please note that these materials and other suspect asbestos containing
materials may be present in other areas of the building.

Report Limitations:

There is a single mechanical room, which appears to have had a separating wall
previously removed. Almost all of the copper pipes in the room were bare, potentially
indicating a recent abatement. There is also a mechanical yard south of the building. No
suspect TSI or SM were found in either location.

Building 332 Inspection Details:

Introduction:

Office@MacrotecConsulting.com Phone: (702) 949-6225 Fax: (702) 629-5677



Mech. Room Investigation Macrotec Project # 15630
Nellis Air Force Base, Bldg. 332 Appendix A

Mechanical yard south of the building. West side of the mechanical room with bare pipes
throughout.

East side of the mechanical room with bare pipes and
tank.

Bare pipes causing “sweating”. Suspect mold
growth on the drywall walls.



Appendix B - Assessment
Macrotec Job #15630 - Building 332

Laboratory reports are attached with this report (if samples were collected). Please note that
the primary purpose of this inspection was to determine the presence of TSI or Surfacing
Material in the mechanical rooms/areas. Additional suspect asbestos containing TSI or
Surfacing Material may be present in other rooms/areas of the building.

Combined Large Mechanical Room
No suspect TSI or surfacing material (SM) was found in this area.

No ACM Present : No Suspect TSI or SM to Sample :

Mechanical Yard
No suspect TSI or surfacing material (SM) was found in this area.

No ACM Present : No Suspect TSI or SM to Sample :

: :

: :

: :

Asbestos Inspection
Building 332

Macrotec Job #15630
Appendix B



Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Install projector in the ceiling of Room 113.

Building Number: 332

Inspection Date: 4/29/2016

Nellis Work Order: 25557

Macrotec Job Number: 16567

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

______________________________________________
Dustin R. McAllister
Nevada-OSHA Certified Asbestos Abatement Consultant
License # IPM0961
US EPA Lead Risk Assessor
Certificate # NV-R-16781-2

9724 Mild Weather Ct., Las Vegas, NV 89148 Phone: (702) 338-8213 Fax: (702) 629-5677



Appendix A - Asbestos Assessment
Macrotec Job #16567 - Bldg. 332

The following table lists each of the materials suspected to contain asbestos at the subject site. For each
material the sample number, location and laboratory result are listed. If the material was found to contain
asbestos, the friablity and NESHAP classification is identified.

1 2X2 Ceiling Tile -
This material is located on the ceiling of Room 113.

No Asbestos Detected

None Detected1st Floor - Room 113 - CenterAB1

2 Concrete - Ceiling
This material is located above the ceiling throughout the fist floor.

No Asbestos Detected

None Detected1st Floor - Room 113 - CenterAB2

Asbestos Survey
WO #25557 - Bldg. 332

Macrotec Job #16567
Appendix A



Appendix B - Lead Assessment
Macrotec Job #16567 - Bldg. 332

No suspect lead paint was identified during this investigation, based on the specific scope of work for the
project. If suspect materials are found during renovation activities outside what was identified in this report,
stop work immediately until further testing can be completed.

Lead Paint Survey
WO #25557 - Bldg. 332

Macrotec Job #16567
Page 1



Asbestos and Lead Based Paint Inspection
Nellis AFB—Building 332

Macrotec Project # 16567
Appendix C

Sample Location Diagram

AB1

AB2



Macrotec Consulting

TRIANGLE ENVIRONMENTAL SERVICE CENTER, INC.
13509 East Boundary Road,  Suite B,  Midlothian, VA 23112

                                                                                           804-739-1751 • fax: 804-739-1753 

  BULK ASBESTOS SAMPLE ANALYSIS SUMMARY  

9724 Mild Weather Ct.
Las Vegas, NV  89148

16567

WO#25557 - Bldg. 332

160504K

5/4/2016
5/4/2016
5/4/2016

B.TrimmerJOB SITE:

TESC LOGIN #:
                                                                                   

        DATE OF RECEIPT:
DATE OF ANALYSIS:

DATE OF REPORT:

ANALYST:

TESC
SAMPLE #

CLIENT SAMPLE ID
& GROSS DESCRIPTION

ESTIMATED
% ASBESTOS

NON ASBESTOS
% FIBERS

NON FIBROUS
% MATERIALS

CLIENT:

CLIENT JOB:
                                    
                                    

                   

10% Fiberglass    

85% Cellulose 5%AB1 / Gray fibers NAD1

    

5% Cellulose 95%AB2 / Gray granular NAD2

Total Samples/Layers Analyzed: 2

Wednesday, May 04, 2016 Page 1 of 1

Samples are analyzed in accordance with “Interim Method for the Determination of Asbestos in Bulk Insulation Samples”, EPA 600/M4-82-020, Dec. 1982
and "Method for the Determination of Asbestos in Bulk Building Materials", EPA 600/R-93/116, July 1993. None Detected: not detected at/or below the
detected limit of method (Reporting limit: 1% Asbestos). Glass fiber is analyzed for quality control blank. TESC recommends by point count or Transmission
Electron Microscopy (TEM), for materials regulated by the EPA NESHAP (National Emission Standards for Hazardous Air Pollutants) and found to contain
less than ten percent (<10%) asbestos by Polarized Light Microscopy (PLM). Both services are available for an additional fee. This report shall not be
reproduced, except in full written approval of Triangle Environmental Service Center, Inc. This report must not be used by the customer to claim product
certification, approval, or endorsement by NVLAP, NIST, or any agency of the Federal Government. This test report relates only to the item(s) tested.

NVLAP Lab Code: 200794-0      LEGEND NAD=No Asbestos Detected, Lino.=Linoleum, JC=Joint Compound]     [

Reviewed By Authorized Signatory:   
Feng Jiang, MS Senior Geologist, Laboratory Director
Yuedong Fang, Senior Geologist                                             







Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Check panels below windows.

Building Number: 332

Inspection Date: 3/3/2015

Nellis Work Order: 25353

Macrotec Job Number: 15536

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building.

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

__________________________________________________
Dustin R. McAllister
Nevada - OSHA Certified Asbestos Abatement Consultant
Certificate #IM0961
US EPA Lead Risk Assessor
Certificate #NV-R-16781-2

Office@MacrotecConsulting.com Phone: (702) 949-6225 Fax: (702) 629-5677



Macrotec
Consulting, LLC.

Appendix A - Asbestos Assessment
Macrotec Job #15536 - Bldg. 332

The following table lists each of the materials suspected to contain asbestos at the subject site. For each
material the sample number, location and laboratory result are listed. If the material was found to contain
asbestos, the friablity and NESHAP classification is identified.

1 Transite Window Panel -
This material is located behind the metal below the window in the exterior of the building.

Non-Friable, Category II

15% ChrysotileExterior - - NE cornerAB1

2 Insulation - In Window
This material is located in inside the window panel.

No Asbestos Detected

None DetectedExterior - - NE cornerAB2

Asbestos Survey
WO # - Bldg. 332

Macrotec Job #15536
Appendix A

15% Chrysotile



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #15536 - Bldg. 332

No suspect lead paint was identified during this investigation, based on the specific scope of work for the
project. If suspect materials are found during renovation activities outside what was identified in this report,
stop work immediately until further testing can be completed.

Lead Paint Survey
WO # - Bldg. 332

Macrotec Job #15536
Page 1



Sample Location Diagram

Asbestos & Lead Based Paint Survey
Nellis AFB, Bldg. 332

Macrotec Project # 15536
Appendix C

AB1

AB2

AB1



Macrotec Consulting

TRIANGLE ENVIRONMENTAL SERVICE CENTER, INC.
13509 East Boundary Road, Suite B, Midlothian, VA 23112

BULK ASBESTOS SAMPLE ANALYSIS SUMMARY

9724 Mild Weather Ct.
Las Vegas, NV 89148

15536

WO# - Bldg. 332

150304I

3/4/2015
3/4/2015
3/5/2015

F. JiangJOB SITE:

TESC LOGIN #:

DATE OF RECEIPT:
DATE OF ANALYSIS:

DATE OF REPORT:

ANALYST:

TESC
SAMPLE #

CLIENT SAMPLE ID
& GROSS DESCRIPTION

ESTIMATED
% ASBESTOS

NON ASBESTOS
% FIBERS

NON FIBROUS
% MATERIALS

CLIENT:

CLIENT JOB/ #:

85%AB1 / Gray cement 15% Chrysotile1

5% Fiberglass
85% Cellulose 10%AB2 / Gray fibers NAD2

Total Samples/Layers Analyzed: 2

Thursday, March 05, 2015 Page 1 of 1

and "Method for the Determination of Asbestos in Bulk Building Materials", EPA 600/R-93/116, July 1993. None Detected: not detected at/or below the
detected limit of method (Reporting limit: 1% Asbestos). Glass fiber is analyzed for quality control blank. TESC recommends by point count or Transmission
Electron Microscopy (TEM), for materials regulated by the EPA NESHAP (National Emission Standards for Hazardous Air Pollutants) and found to contain
less than ten percent (<10%) asbestos by Polarized Light Microscopy (PLM). Both services are available for an additional fee. This report shall not be
reproduced, except in full written approval of Triangle Environmental Service Center, Inc. This report must not be used by the customer to claim product
certification, approval, or endorsement by NVLAP, NIST, or any agency of the Federal Government. This test report relates only to the item(s) tested.

NVLAP Lab Code: 200794-0 LEGEND NAD=No Asbestos Detected, Lino.=Linoleum, JC=Joint Compound][

Reviewed By Authorized Signatory:
Feng Jiang, MS Senior Geologist, Laboratory Director
Yuedong Fang, Senior Geologist







Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Replace chiller.

Building Number: 332

Inspection Date: 6/27/2014

Nellis Work Order: 23516

Macrotec Job Number: 14619

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building.

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

__________________________________________________
Dustin R. McAllister
Nevada - OSHA Certified Asbestos Abatement Consultant
Certificate #IM0961
US EPA Lead Risk Assessor
Certificate #NV-R-16781-2

Office@MacrotecConsulting.com Phone: (702) 949-6225 Fax: (702) 629-5677



Macrotec
Consulting, LLC.

Appendix A - Asbestos Assessment
Macrotec Job #14619 - Bldg. 332

The following table lists each of the materials suspected to contain asbestos at the subject site. For each
material the sample number, location and laboratory result are listed. If the material was found to contain
asbestos, the friablity and NESHAP classification is identified.

1 Gasket - North Gasket
This material is located on the pipes adjacent the HVAC unit.

No Asbestos Detected

None DetectedExterior - - S sideAB1

2 Gasket - South Gasket
This material is located on the pipes adjacent the HVAC unit.

No Asbestos Detected

None DetectedExterior - - S sideAB2

Asbestos Survey
WO #23516 - Bldg. 332

Macrotec Job #14619
Appendix A



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #14619 - Bldg. 332

No suspect lead paint was identified during this investigation, based on the specific scope of work for the
project. If suspect materials are found during renovation activities outside what was identified in this report,
stop work immediately until further testing can be completed.

Lead Paint Survey
WO #23516 - Bldg. 332

Macrotec Job #14619
Page 1



Asbestos & Lead Survey
NAFB Bldg. 332

Macrotec Project # 14619
Appendix A

Sample Location Diagram

AB1

AB2



Macrotec Consulting

TRIANGLE ENVIRONMENTAL SERVICE CENTER, INC.
13509 East Boundary Road, Suite B, Midlothian, VA 23112

BULK ASBESTOS SAMPLE ANALYSIS SUMMARY

9724 Mild Weather Ct.
Las Vegas, NV 89148

14619

WO #23516 - Bldg. 332

140630S

6/30/2014
7/1/2014
7/1/2014

Y. FangJOB SITE:

TESC LOGIN #:

DATE OF RECEIPT:
DATE OF ANALYSIS:

DATE OF REPORT:

ANALYST:

TESC
SAMPLE #

CLIENT SAMPLE ID
& GROSS DESCRIPTION

ESTIMATED
% ASBESTOS

NON ASBESTOS
% FIBERS

NON FIBROUS
% MATERIALS

CLIENT:

CLIENT JOB:

3% Synthetic 97%AB1 / Black rubber & white fibers NAD1

3% Synthetic 97%AB2 / Black rubber & white fibers NAD2

Total Samples/Layers Analyzed: 2

Tuesday, July 01, 2014 Page 1 of 1

and "Method for the Determination of Asbestos in Bulk Building Materials", EPA 600/R-93/116, July 1993. None Detected: not detected at/or below the
detected limit of method (Reporting limit: 1% Asbestos). Glass fiber is analyzed for quality control blank. TESC recommends by point count or Transmission
Electron Microscopy (TEM), for materials regulated by the EPA NESHAP (National Emission Standards for Hazardous Air Pollutants) and found to contain
less than ten percent (<10%) asbestos by Polarized Light Microscopy (PLM). Both services are available for an additional fee. This report shall not be
reproduced, except in full written approval of Triangle Environmental Service Center, Inc. This report must not be used by the customer to claim product
certification, approval, or endorsement by NVLAP, NIST, or any agency of the Federal Government. This test report relates only to the item(s) tested.

NVLAP Lab Code: 200794-0 LEGEND NAD=No Asbestos Detected, Lino.=Linoleum, JC=Joint Compound][

Reviewed By Authorized Signatory:
Feng Jiang, MS Senior Geologist, Laboratory Director
Yuedong Fang, Senior Geologist







Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Check ceiling to install electrical.

Building Number: 332

Inspection Date: 9/20/2011

Nellis Work Order: 18180

Macrotec Job Number: 11853

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

9724 Mild Weather Ct., Las Vegas, NV 89148 Phone: (702) 338-8213 Fax: (702) 629-5677



Macrotec
Consulting, LLC.

Appendix A - Asbestos Assessment
Macrotec Job #11853 - WO #18180 - Bldg. 332

The following table lists each of the materials suspected to contain asbestos at the subjb ect site. For each
material the sample number, location and laboratory result are listed. If the material was found to contain
asbestos, the friablity and NESHAP classification is identified.

1 Concrete Ceiling No Asbestos Detected

AB1 2nd Floor - Cubical Area - Center None Detected

2 Spray Texture on Concrete Ceiling No Asbestos Detected

AB2 2nd Floor - Cubical Area - Center None Detected
AB3 2nd Floor - Cubical Area - W End None Detected
AB4 2nd Floor - Cubical Area - E End None Detected

Asbestos Survey
Bldg. 332

Macrotec Job #11853
Page 1



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #11853 - WO #18180 - Bldg. 332

The following table lists each of the painted surfr aces suspected to contain lead at the subjb ect site. For
each painted surfr ace, the sample number, location and laboratory result are listed.

Sample
#

Painted Surfr ace
Description

Sample Location
Description

Lab Result
(Partr s per Million)

L1 2nd Floor - Cubical Area - W End Below Reportable LimitLt. Blue Concrete Ceiling

Lead Paint Survey
Bldg. 332

Macrotec Job #11853
Page 1



Asbestos & Lead Based Paint Survey
Nellis AFB, Bldg. 332

Macrotec Project # 11853
Appendix C

* Diagram Not
Drawn To Scale

Sample Location Diagram

AB1

AB2

AB3

AB4
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Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Install LAN lines in room 213

Building Number: 332

Inspection Date: 8/8/2011

Nellis Work Order: 18157

Macrotec Job Number: 11830

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

9724 Mild Weather Ct., Las Vegas, NV 89148 Phone: (702) 338-8213 Fax: (702) 629-5677



Macrotec
Consulting, LLC.

Appendix A - Asbestos Assessment
Macrotec Job #11830 - WO #18157 - Bldg. 332

The following table lists each of the materials suspected to contain asbestos at the subject site. For each
material the sample number, location and laboratory result are listed. If the material was found to contain
asbestos, the friablity and NESHAP classification is identified.

1 Sheet Rock, Mud & Tape No Asbestos Detected

AB1 2nd Floor - Room 213 - SE Corner None Detected
AB2 2nd Floor - Room 213 - NW Corner None Detected

2 Spray Texture on Sheet Rock No Asbestos Detected

AB3 2nd Floor - Room 213 - S Wall None Detected
AB4 2nd Floor - Room 213 - N Wall None Detected
AB5 2nd Floor - Room 213 - W Wall None Detected

Asbestos Survey
Bldg. 332

Macrotec Job #11830
Page 1



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #11830 - WO #18157 - Bldg. 332

The following table lists each of the painted surfaces suspected to contain lead at the subject site. For
each painted surface, the sample number, location and laboratory result are listed.

Sample
#

Painted Surface
Description

Sample Location
Description

Lab Result
(Parts per Million)

L1 2nd Floor - Room 213 - E Wall 51Light Blue Sheet Rock Wall

Lead Paint Survey
Bldg. 332

Macrotec Job #11830
Page 1



Asbestos & Lead Based Paint Survey
Nellis AFB, Bldg. 332

Macrotec Project # 11830
Appendix C

* Diagram Not
Drawn To Scale

Sample Location Diagram

AB1

AB2

AB3
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Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Replace ceramic floor tile in the stairwell.

Building Number: 332

Inspection Date: 3/22/2011

Nellis Work Order: W3870

Macrotec Job Number: 11672

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

9724 Mild Weather Ct., Las Vegas, NV 89148 Phone: (702) 338-8213 Fax: (702) 629-5677



Macrotec
Consulting, LLC.

Appendix A - Asbestos Assessment
Macrotec Job #11672 - WO #W3870 - Bldg. 332

The following table lists each of the materials suspected to contain asbestos at the subject site. For each
material the sample number, location and laboratory result are listed. If the material was found to contain
asbestos, the friablity and NESHAP classification is identified.

1 Mortar - Beneath Ceramic Floor No Asbestos Detected

AB1 Stairwell - 2nd Floor None Detected

2 Yellow Mastic on Mortar No Asbestos Detected

AB2 Stairwell - 2nd Floor None Detected

3 Grout on Ceramic Tile No Asbestos Detected

AB3 Stairwell - 2nd Floor None Detected

4 White Floor Fill No Asbestos Detected

AB4 Stairwell - 2nd Floor None Detected

Asbestos Survey
Bldg. 332

Macrotec Job #11672
Page 1



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #11672 - WO #W3870 - Bldg. 332

The following table lists each of the painted surfaces suspected to contain lead at the subject site. For
each painted surface, the sample number, location and laboratory result are listed.

Sample
#

Painted Surface
Description

Sample Location
Description

Lab Result
(Parts per Million)

L1 Stairwell - 2nd Floor None DetectedGray Ceramic Floor Tile

Lead Paint Survey
Bldg. 332

Macrotec Job #11672
Page 1



Asbestos & Lead Based Paint Survey
Nellis AFB, Bldg. 332

Macrotec Project # 11672
Appendix C

* Diagram Not
Drawn To Scale

Sample Location Diagram
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Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Build walls to create offices in CIWC office on 1st floor.

Building Number: 332

Inspection Date: 3/8/2011

Nellis Work Order: 16826

Macrotec Job Number: 11656

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

9724 Mild Weather Ct., Las Vegas, NV 89148 Phone: (702) 338-8213 Fax: (702) 629-5677



Macrotec
Consulting, LLC.

Appendix A - Asbestos Assessment
Macrotec Job #11656 - WO 16826 - Bldg. 332

The following table lists each of the materials suspected to contain asbestos at the subjb ect site. For each
material the sample number, location and laboratory result are listed. If the material was found to contain
asbestos, the friablity and NESHAP classification is identified.

1 Textured Sheet Rock Mud & Tape No Asbestos Detected

AB1 1st Floor - CIWC Office - NW Corner None Detected

2 Texture on Sheet Rock No Asbestos Detected

AB2 1st Floor - CIWC Office - NW Corner None Detected
AB3 1st Floor - CIWC Office - NW Corner None Detected
AB9 1st Floor - CIWC Office - NW Corner None Detected
AB10 1st Floor - CIWC Office - NW Corner None Detected

3 Texture on Concrete Pillar Friable, Non-Regulated

AB4 1st Floor - CIWC Office - NW Corner <1% Chrysotile
AB5 1st Floor - CIWC Office - NW Corner None Detected
AB6 1st Floor - CIWC Office - NW Corner None Detected
AB7 1st Floor - CIWC Office - NW Corner None Detected
AB8 1st Floor - CIWC Office - NW Corner None Detected

Asbestos Survey
Bldg. 332

Macrotec Job #11656
Page 1



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #11656 - WO 16826 - Bldg. 332

The following table lists each of the painted surfr aces suspected to contain lead at the subjb ect site. For
each painted surfr ace, the sample number, location and laboratory result are listed.

Sample
#

Painted Surfr ace
Description

Sample Location
Description

Lab Result
(Partr s per Million)

L1 1st Floor - CIWC Office - NW Corner 74Gray Sheet Rock Wall

Lead Paint Survey
Bldg. 332

Macrotec Job #11656
Page 1



Asbestos & Lead Based Paint Survey
Nellis AFB, Bldg. 332

Macrotec Project # 11656
Appendix C

* Diagram Not
Drawn To Scale
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Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Install shades in the windows of the 2nd floor.

Building Number: 332

Inspection Date: 9/21/2010

Nellis Work Order: 16204

Macrotec Job Number: 10857

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

9724 Mild Weather Ct., Las Vegas, NV 89148 Phone: (702) 338-8213 Fax: (702) 629-5677



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #10857 - WO #16204 - Bldg. 332

No suspect lead paint was identified during this investigation, based on the specific scope of work for the
project. If suspect materials are found during renovation activities outside what was identified in this report,
stop work immediately until further testing can be completed.

Lead Paint Survey
Bldg. 332

Macrotec Job #10857
Page 1



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #10857 - WO #16204 - Bldg. 332

The following table lists each of the painted surfaces suspected to contain lead at the subject site. For
each painted surface, the sample number, location and laboratory result are listed.

Sample
#

Painted Surface
Description

Sample Location
Description

Lab Result
(Parts per Million)

L1 2nd Floor - Various Below Reportable LimitWhite Metal Window Frame

Lead Paint Survey
Bldg. 332

Macrotec Job #10857
Page 1



Asbestos & Lead Survey
NAFB Bldg. 332

Macrotec Project # 10857
Appendix A

Sample Location Diagram

N

* Diagram Not
Drawn To Scale

L1

2nd Floor









Nellis Air Force Base
Asbestos and Lead Based Paint Inspection Report

Work Order Scope of Work:
Install new meters in the building.

Building Number: 332

Inspection Date: 10/16/2009

Nellis Work Order: 09963

Macrotec Job Number: 09716

The information contained in this report pertains only to the specific area defined in the
above scope of work. This summarized report is for reference purposes, only. A
detailed generic report is on file with Nellis Air Force Base Civil Engineering. Only
proper personnel should interpret this report to determine whether the information herein
can be utilized for current and future renovation activities within the building

Macrotec Consulting, LLC. performed an inspection for Asbestos Containing Building
Materials and Lead Based Paint. The intent of this inspection was to identify materials
containing asbestos and lead, within the subject site, that may be impacted during
planned renovation activities.

Introduction:

Report Limitations:

9724 Mild Weather Ct., Las Vegas, NV 89148 Phone: (702) 338-8213 Fax: (702) 629-5677



Macrotec
Consulting, LLC.

Appendix A - Asbestos Assessment
Macrotec Job #09716 - WO #09963 - Bldg. 332

The following table lists each of the materials suspected to contain asbestos at the subjb ect site. For each
material the sample number, location and laboratory result are listed. If the material was found to contain
asbestos, the friablity and NESHAP classification is identified.

1 Stucco
This material is located on the exterior walls

No Asbestos Detected

AB1 Exterior - Adj. Mech. Room None Detected
AB2 Exterior - Adj. Mech. Room None Detected

2 Sheet Rock Mud & Tape
This material is located on the walls of the Boiler Room B.

Non-Regulated

AB3 Boiler Room B - E Side of Door <1% Chrysotile
AB4 Boiler Room B - E Side of Door <1% Chrysotile

Asbestos Survey
Bldg. 332

Macrotec Job #09716
Page 1



Macrotec
Consulting, LLC.

Appendix B - Lead Assessment
Macrotec Job #09716 - WO #09963 - Bldg. 332

The following table lists each of the painted surfr aces suspected to contain lead at the subjb ect site. For
each painted surfr ace, the sample number, location and laboratory result are listed.

Sample
#

Painted Surfr ace
Description

Sample Location
Description

Lab Result
(Partr s per Million)

L1 Boiler Room B - E Side of Door 49White Sheet Rock Wall

Lead Paint Survey
Bldg. 332

Macrotec Job #09716
Page 1



Asbestos & Lead Based Paint Survey
Nellis AFB, Bldg. 332

Macrotec Project # 09716
Appendix C

* Diagram Not
Drawn To Scale

Sample Location Diagram
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08306Nellis Work Order:

Removal of door and doorway of the former laundry room.
WO Scope of Work:

332Building Number:

1/9/2009Inspection Date:

109003
DGM’s Job Number:

Nellis Air Force Base
Asbestos and Lead Based Paint

Project Database

This project was conducted by DGM Environmental.

The information contained in this report pertains only to the specific area defined in the
above work order scope of work. Only proper personel should interperet this report to
determine whether the information herein can be utilized for future renovation activities

within this building.



Lead Sample Results

Description Sample ID Weight %

The following table provides an inventory of the suspect lead based paint identified
during DGM's inspection of the subject site. The table provides each of the materials
unique sample identification number and corresponding laboratory result.

PPM

Work Order: 08306
Building: 332

Brown Metal Door Frame 109003 L1- 0.058 580
Exterior- - Door To Old Laundry Room

Below Reportable LimitWhite Metal Door - Interior 109003 L2-
Exterior- - Door To Old Laundry Room

Below Reportable LimitBrown Metal Door - Exterior 109003 L3-
Exterior- - Door To Old Laundry Room

Appendix A.1 - Lead Results, Pg. 1
DGM Project # 109003
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10008Nellis Work Order:

Clean-up sheet rock debris in the two boiler rooms.
WO Scope of Work:

332Building Number:

9/8/2008Inspection Date:

108180
DGM’s Job Number:

Nellis Air Force Base
Asbestos and Lead Based Paint

Project Database

This project was conducted by DGM Environmental.

The information contained in this report pertains only to the specific area defined in the
above work order scope of work. Only proper personel should interperet this report to
determine whether the information herein can be utilized for future renovation activities

within this building.



Asbestos Sample Results

Description Sample ID Content#

The following table provides an inventory of the suspect materials containing asbestos
identified during DGM's inspection of the subject site. The table provides each of the
materials unique sample identification number and corresponding laboratory result.

Work Order: 10008
Building: 332

1 Sheet Rock Mud & Tape - -

108180 AB1 <1% Chrysotile
L1 - Mud = <1% Chrys.
L2 - Sheet Rock = ND

-- E Boiler Room - NW Corner

108180 AB2 None Detected-- W Boiler Room - NE Corner

108180 AB3 None Detected-- W Boiler Room - W Wall

Appendix A - Asbestos Results, Pg. 1
DGM Project # 108180

AB1-



Lead Sample Results

Description Sample ID Weight %

The following table provides an inventory of the suspect lead based paint identified
during DGM's inspection of the subject site. The table provides each of the materials
unique sample identification number and corresponding laboratory result.

PPM

Work Order: 10008
Building: 332

Below Reportable LimitWhite Sheet Rock Wall 108180 L1-
- W Boiler Room - N Wall

Appendix A.1 - Lead Results, Pg. 1
DGM Project # 108180
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08306Nellis Work Order:

Check the boiler rooms pipes, valves, and tanks for asbestos .
WO Scope of Work:

332Building Number:

4/24/2008Inspection Date:

108074
DGM’s Job Number:

Nellis Air Force Base
Asbestos and Lead Based Paint

Project Database

This project was conducted by DGM Environmental.

The information contained in this report pertains only to the specific area defined in the
above work order scope of work. Only proper personel should interperet this report to
determine whether the information herein can be utilized for future renovation activities

within this building.



Asbestos Sample Results

Description Sample ID Content#

The following table provides an inventory of the suspect materials containing asbestos
identified during DGM's inspection of the subject site. The table provides each of the
materials unique sample identification number and corresponding laboratory result.

Work Order: 08306
Building: 332

1 TSI - On Tank -
108074 AB1 18% Chrysotile-- Boiler Room A - NE Corner

108074 AB2 18% Chrysotile-- Boiler Room A - NE Corner

108074 AB3 18% Chrysotile-- Boiler Room A - NE Corner

2 TSI - On Elbows -
108074 AB4 10% Chrysotile

5% Amosite
-- Boiler Room A - NW Corner

108074 AB5 10% Chrysotile
5% Amosite

-- Boiler Room A - SW Corner

108074 AB6 10% Chrysotile
5% Amosite

-- Boiler Room B - NW Corner

3 TSI - On Valves -
108074 AB7 10% Chrysotile

10% Amosite
-- Boiler Room A - SE Corner

108074 AB8 10% Chrysotile
10% Amosite

-- Boiler Room B - SW Corner

108074 AB9 10% Chrysotile
10% Amosite

-- Boiler Room B - SW Corner

4 Pipe Wrap - On Valves -
108074 AB10 None Detected-- Boiler Room A - SE Corner

Appendix A - Asbestos Results, Pg. 1
DGM Project # 108074
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Lead Sample Results

Description Sample ID Weight %

The following table provides an inventory of the suspect lead based paint identified
during DGM's inspection of the subject site. The table provides each of the materials
unique sample identification number and corresponding laboratory result.

PPM

Work Order: 08306
Building: 332

Below Reportable LimitWhite Metal Tank 108074 L1-
- Boiler Room A - NE Corner

Appendix A.1 - Lead Results, Pg. 1
DGM Project # 108074
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CH2M HillNellis Work Order:

Test portions of the first and second floors.
WO Scope of Work:

332Building Number:

8/12/2006Inspection Date:

19706
DGM’s Job Number:

Nellis Air Force Base
Asbestos and Lead Based Paint

Project Database

This project was conducted by DGM Environmental.

The information contained in this report pertains only to the specific area defined in the
above work order scope of work. Only proper personel should interperet this report to
determine whether the information herein can be utilized for future renovation activities

within this building.



Asbestos Sample Results

Description Sample ID Content#

The following table provides an inventory of the suspect asbestos containing materials identified during
DGM's inspection of the subject site. The table provides each of the materials unique sample identification
number and corresponding laboratory result.

1 Acoustical Ceiling - Spray on -

None Detected197 AB1-1st Floor - Room 115 - S end
None Detected197 AB2-1st Floor - Room 114 - N end
None Detected197 AB3-1st Floor - Lounge - Center
None Detected197 AB4-2nd Floor - Room 216 - SW corner
None Detected197 AB5-2nd Floor - Room 211 - NE corner
None Detected197 AB6-2nd Floor - Room 220 - SW corner
None Detected197 AB7-2nd Floor - Room 221 - SE corner
None Detected197 AB8-2nd Floor - Room 223 - SE corner
None Detected197 AB9-2nd Floor - Room 201 - NE corner

2 Sheet Rock Mud & Tape - Textured -

None Detected197 AB10-1st Floor - Room 118 - Adj. sink
None Detected197 AB11-1st Floor - Room 109 - Adj. sink
None Detected197 AB12-2nd Floor - Room 215 - Bath - Adj. room 215
None Detected197 AB13-2nd Floor - Room 218 - Adj. sink
None Detected197 AB14-2nd Floor - Room 222 - Bath - Adj. shower

3 Texture - Atop Sheet Rock -

None Detected197 AB15-1st Floor - Room 118 - Bath - Adj. shower
None Detected197 AB16-1st Floor - Room 120 - Adj. bathroom
None Detected197 AB17-2nd Floor - Room 217 - Bath - W wall
None Detected197 AB18-2nd Floor - Room 219 - Adj. sink
None Detected197 AB19-2nd Floor - Room 226 - Bath - Adj. shower

4 Sheet Rock Mud & Tape - Smooth -

None Detected197 AB20-1st Floor - Room 118 - Bath - Adj. toilet
None Detected197 AB21-2nd Floor - Room 216 - Bath - Adj. room 216
None Detected197 AB22-2nd Floor - Room 218 - Bath - Adj. shower

Appendix A - Asbestos Results, Pg. 1
DGM Project # 197.06

Asbestos and Lead Survey
NAFB - Building 332



Description Sample ID Content#

5 Plaster Substrate - Beneath Acoustical -

None Detected197 AB23-1st Floor - Room 115 - S end
None Detected197 AB24-1st Floor - Room 114 - N end
None Detected197 AB25-2nd Floor - Room 220 - SW corner

6 Floor Tile - 12”x12” - Dark Gray

None Detected197 AB26-2nd Floor - Laundry Room - Center

7 Sheet Flooring - Pebble Pattern - Gray

None Detected197 AB27-2nd Floor - Laundry Room - Center

8 Floor Tile - 12”x12” - Beige

None Detected197 AB28-1st Floor - Lounge - SE corner

9 Floor Tile - Bottom Layer - Gray

None Detected197 AB29-1st Floor - Lounge - SE corner

10 Mastic - Beneath Gray Floor Tile - Black

None Detected197 AB30-1st Floor - Lounge - SE corner

11 Floor Tile - Bottom Layer - Tan

None Detected197 AB31-1st Floor - Laundry Room - Center

12 Sheet Flooring - Pebble Pattern - Beige

None Detected197 AB32-1st Floor - Room 114 - Bath - Adj. door

13 Base Cove & Mastic - 4” - Blue

None Detected197 AB33-1st Floor - Room 114 - Bath - Adj. door

14 Mastic - Beneath Sheet Flooring - Black

5% Chrysotile197 AB34-1st Floor - Room 114 - Bath - Adj. door

15 Stucco - Exterior - Gray

None Detected197 AB35-2nd Floor - Exterior - Center of E side

Appendix A - Asbestos Results, Pg. 2
DGM Project # 197.06

Asbestos and Lead Survey
NAFB - Building 332

AB34- 5% Chrysotile



Description Sample ID Content#

16 Base Cove & Mastic - 4” - Dark Brown

None Detected197 AB36-2nd Floor - Reading Room - NE corner

17 Sheet Flooring - Pebble Pattern - Brown

None Detected197 AB37-2nd Floor - Reading Room - Adj. door

18 Mastic - Beneath Carpet - Black

5% Chrysotile197 AB38-1st Floor - Room 120 - NE corner

Appendix A - Asbestos Results, Pg. 3
DGM Project # 197.06

Asbestos and Lead Survey
NAFB - Building 332

AB38- 5% Chrysotile



Lead Sample Results

Description Sample ID Weight %

The following table provides an inventory of the suspect lead based paint identified
during DGM's inspection of the subject site.. The table provides each of the materials
unique sample identification number and corresponding laboratory result.

PPM

Brown 4”x4” Ceramic Tile 197 L1- 0.00502 50.2
2nd Floor- Room 219 - Bathroom shower

Tan 4”x4” Ceramic Tile 197 L2- 0.00783 78.3
2nd Floor- Room 219 - Bathroom shower

Below Reportable LimitsBrown 1”x1” Ceramic Tile 197 L3-
2nd Floor- Room 219 - Bathroom shower

Beige Sheet Rock Wall 197 L4- 0.3400 3400
1st Floor- Room 118 - Bath - Adj. shower

Brown Metal Door Frame 197 L5- 0.0110 110
1st Floor- Room 118 - Door to bath

Below Reportable LimitsBeige Concrete Wall 197 L6-
2nd Floor- Exterior - W end

White Sheet Rock Wall 197 L7- 0.2150 2150
2nd Floor- Room 225 - Bath - W wall

Brown Metal Door 197 L8- 0.00511 51.1
2nd Floor- Room 225 - Door to bath

Below Reportable LimitsBeige Concrete Wall 197 L9-
2nd Floor- Exterior - E end

Appendix A.2 - Lead Results, Pg. 1
DGM Project # 197.06NAFB - Building 332

Asbestos and Lead Survey

34000.3400L4-

21500.2150L7-



M3948Nellis Work Order:

Water leak needs to be fixed in room 316.
WO Scope of Work:

332Building Number:

10/26/2004Inspection Date:

104155
DGM’s Job Number:

Nellis Air Force Base
Asbestos and Lead Based Paint

Project Database

This project was conducted by DGM Environmental.

The information contained in this report pertains only to the specific area defined in the
above work order scope of work. Only proper personel should interperet this report to
determine whether the information herein can be utilized for future renovation activities

within this building.



Asbestos Sample Results

Description Sample ID Content#

The foff llowinii g taba le provides an inventory of the suspect materials containing asbestos
identnn ififf ed durinii g DGM's inii spection of the subjb ect sitii e. The taba le provides each of the
materials unique samplmm e identnn ififf cation numnn bm er and correspondinii g laba oratory resultll .

Work Order: M3948
Building: 332

1 Sheet Rock Mud & Tape - Light Texture -

104155 AB1 None Detected-3rd Floor - Room 316 - NW Corner

104155 AB2 None Detected-3rd Floor - Room 316 - SW Corner

104155 AB3 None Detected-3rd Floor - Room 316 - SW Corner

2 Base Cove - 4" - Green

104155 AB4 None Detected-3rd Floor - Room 316 - NW Corner

3 Mastic - Behind Base Cove - White

104155 AB5 None Detected-3rd Floor - Room 316 - NW Corner

Appendix A - Asbestos Results, Pg. 1
DGM Project # 104155



Lead Sample Results

Description Sample ID Weight %

The foff llowinii g taba le provides an inventory of the suspect lead based paint identnn ififf ed
durinii g DGM's inii spection of the subjb ect sitii e. The taba le provides each of the materials
unique samplmm e identnn ififf cation numnn bm er and correspondinii g laba oratory resultll .

PPM

Work Order: M3948
Building: 332

Below Reportaba le LimitBeige Sheet Rock Wall 104155 L1-
3rd Floor- Room 316 - NW Corner

Appendix A.1 - Lead Results, Pg. 1
DGM Project # 104155
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03567Nellis Work Order:

Installation of a communications sattalite dish to be attached to room 226.
WO Scope of Work:

332Building Number:

1/28/2004Inspection Date:

10425
DGM’s Job Number:

Nellis Air Force Base
Asbestos and Lead Based Paint

Project Database

This project was conducted by DGM Environmental.

The information contained in this report pertains only to the specific area defined in the
above work order scope of work. Only proper personel should interperet this report to
determine whether the information herein can be utilized for future renovation activities

within this building.



Asbestos Sample Results

Description Sample ID Content#

The foff llowinii g taba le provides an inventory of the suspect materials containing asbestos
identnn ififf ed durinii g DGM's inii spection of the subjb ect sitii e. The taba le provides each of the
materials unique samplmm e identnn ififf cation numnn bm er and correspondinii g laba oratory resultll .

Work Order: 03567
Building: 332

1 Sheetrock Mud & Tape - Light Texture -

10425 AB1 None Detected-Bldg 332 - Room 226 - NE corner

10425 AB2 None Detected-Bldg 332 - Room 226 - NE corner

10425 AB3 None Detected-Bldg 332 - Room 226 - Adj door to exterior

2 Stucco - -

10425 AB4 None Detected-Bldg 332 - Exterior - NE corner

10425 AB5 None Detected-Bldg 332 - Exterior - NE corner

10425 AB6 None Detected-Bldg 332 - Exterior - Adj guard rail

Appendix A - Asbestos Results, Pg. 1
DGM Project # 10425



Lead Sample Results

Description Sample ID Weight %

The foff llowinii g taba le provides an inventory of the suspect lead based paint identnn ififf ed
durinii g DGM's inii spection of the subjb ect sitii e. The taba le provides each of the materials
unique samplmm e identnn ififf cation numnn bm er and correspondinii g laba oratory resultll .

PPM

Work Order: 03567
Building: 332

Green Wall Sheetrock 10425 L1- 0.017 170
Bldg 332- Room 226 - NE corner

Below Reportable LimitBeige Wall Concrete 10425 L2-
Bldg 332- Exterior - NW corner

Brown Guard rail Metal 10425 L3- 2.67 26700
Bldg 332- Exterior - NW corner

Appendix A.1 - Lead Results, Pg. 1
DGM Project # 10425

L3-
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99th CE SquadronNellis Work Order:

WO Scope of Work:

332, 334, 336Building Number:

7/9/2001Inspection Date:

20601
DGM’s Job Number:

Nellis Air Force Base
Asbestos and Lead Based Paint

Project Database

This project was conducted by DGM Environmental.

The information contained in this report pertains only to the specific area defined in the
above work order scope of work. Only proper personel should interperet this report to
determine whether the information herein can be utilized for future renovation activities

within this building.



Asbestos Sample Results

Description Sample ID Content#

The following table provides an inventory of the suspect asbestos containing materials
identified during DGM's inspection of the subject site. The table provides each of the
materials unique sample identification number and corresponding laboratory result.

1 Roof Paper - Core sample - Black

206 01 None Detected-Building 332 - Roof - SW corner

206 02 None Detected-Building 332 - Roof - NW corner

206 03 None Detected-Building 332 - Roof - W corner

206 04 None Detected-Building 332 - Roof - SE corner

206 05 None Detected-Building 332 - Roof - NE corner

2 Roof Mastic - Around A/C Box - Gray

206 06 12% Chrysotile-Building 332 - Roof - SW corner

3 Roof Mastic - Pipe Penetration - Gray

206 07 15% Chrysotile-Building 332 - Roof - W corner

4 Roof Mastic - Electrical line pipe - Gray

206 08 12% Chrysotile-Building 332 - Roof - SE corner

5 Felt Paper - Roof edge - Black

206 09 None Detected-Building 332 - Roof - S corner

6 Mastic - Roof vent - Gray

206 10 None Detected-Building 332 - Roof - E corner

7 Roof Paper - Core sample - Black

206 11 None Detected-Building 334 - Roof - SE corner

206 12 None Detected-Building 334 - Roof - SW corner

Appendix A - Asbestos Results, Pg. 1
DGM Project # 206.01

06-

07-

08-



Description Sample ID Content#

206 13 None Detected-Building 334 - Roof - Center

206 14 None Detected-Building 334 - Roof - NE corner

206 15 None Detected-Building 334 - Roof - NW corner

8 Mastic - Solar panel support - Gray

206 16 5% Chrysotile-Building 334 - Roof - W center

9 Mastic - Pipe Penetration - Gray

206 17 5% Chrysotile-Building 334 - Roof - SE corner

10 Mastic - Hatch - Gray

206 18 2% Chrysotile-Building 334 - Roof - W center

11 Felt Paper - Roof edge - Black

206 19 None Detected-Building 334 - Roof - E center

12 Mastic - Roof vent - Gray

206 20 8% Chrysotile-Building 334 - Roof - NW corner

13 Mastic - Around A/C Box - Gray

206 21 10% Chrysotile-Building 334 - Roof - E center

14 Pad - 4 X 3 roof protector - Black

206 22 None Detected-Building 334 - Roof - center

15 Roof Paper - Core sample - Black

206 23 None Detected-Building 336 - Roof - SW corner

206 24 None Detected-Building 336 - Roof - NW corner

206 25 None Detected-Building 336 - Roof - Center

206 26 None Detected-Building 336 - Roof - SE corner

Appendix A - Asbestos Results, Pg. 2
DGM Project # 206.01

16-

17-
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21-



Description Sample ID Content#

206 27 None Detected-Building 336 - Roof - NE corner

16 Mastic - Solar panel support - Gray

206 28 8% Chrysotile-Building 336 - Roof - SW corner

17 Mastic - Pipe Penetration - Gray

206 29 None Detected-Building 336 - Roof - SW corner

18 Mastic - Hatch - Gray

206 30 6% Chrysotile-Building 336 - Roof - S center

19 Felt Paper - Roof edge - Black

206 31 None Detected-Building 336 - Roof - S center

20 Mastic - Roof vent - Gray

206 32 8% Chrysotile-Building 336 - Roof - N center

21 Mastic - Around A/C Box - Gray

206 33 6% Chrysotile-Building 336 - Roof - SW corner

22 Pad - 4 X 3 roof protector - Black

206 34 None Detected-Building 336 - Roof - S center

Appendix A - Asbestos Results, Pg. 3
DGM Project # 206.01
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